




Over 25 years of Mastertec
Founding year:	 1998

Employees:	 55

Storage and logistics: 	 Approx. 8000 m² of storage and production area, 6000 pallet slots

Target markets:	 Europe and growing export to non-European countries

In-house:	 Development and construction, production and assembly,  
	 quality assurance, training

1998

Introduction of MASTERTUBE 
injection hose

 
1999

Development and production start of 
MASTERSTOP bentonite swelling 
tapes

2001

MASTER joint sheet metal:
First coated joint sheet metal with 
fixing angle

2002

MASTERSTOP SK:
Self-adhesive bentonite swelling tape

2004

First attendance at the   
trade fair in Munich

Development of 
WELLO active lining pipe,  
Introduction of FASO lining pipe, 
VB joint sheet metal, RONDO 
sealing collar and KG sewage pipe 
bushing type double socket (DM)

2007

VB joint sheet metal roll, 
Launch of lightning protection

2012

MASTERSTOP LONG TIME

2013

RONDO MINI

2014

High-pressure swelling tape
FLOWSTOP

2016

STOPPER and ActiveRings

2017

First attendance at the  
trade fair in Munich

2018

Development and production of 
stopend panels

2019

LinkForm and LinkFix,
RONDO Protect sealing collar

2020

Development of STOPPER SCREW

2022

Stopend panels in all  
common versions,  
ABS formwork comb,
Waterproofing technologies for 
agricultural buildings,  
UniCut lining pipe, 
MASTERTEC Connector  
connection seal, 
Pipe bushing Novo, type double 
socket (DM)

2023

STOPPER SCREW patent and 
25 years of MASTERTEC

2024

Expansion of steel processing and 
new formwork stopend panels

2025

Robot-assisted technology  
for production



Follow us on social media

Instagram YouTube

� �

www.instagram.com/mastertec.eu www.youtube.com/@masterteceu

Facebook LinkedIn

� �
www.instagram.com/mastertec.eu www.youtube.com/@masterteceu

The PDF version of our price list features an inter-

active design. You can click on an article number to 

directly call up detailed product information for the 

selected product on our website. This is where you 

will find comprehensive technical data, product in-

formation, installation instructions, product videos 

and .dwg files. 

Interactive price list

26 

6

5

4

3

2

1

FO
R

M
W

O
R

K 
A

C
C

ES
S

O
R

IE
S

LI
G

H
TN

IN
G

P
R

O
TE

C
TI

O
N

S
ER

V
IC

E 
D

U
C

TS
IN

JE
CT

IO
N 

HO
SE

S 
CO

NS
TR

UC
TI

ON
 C

HE
M

IS
TR

Y
JO

IN
T 

SH
EE

T 
M

ET
A

LS
H

Y
D

R
O

P
H

IL
IC

 
W

AT
ER

S
TO

P
S Coated joint sheet metals

High-pressure VB joint sheet metals
Joint sheet metals with reactive, bitumen-free polymer coating for sealing construction joints.

 Very high-pressure water tests

 Resistance tests

 All-weather installation:  
-20°C to +70°C

VB joint sheet metal strip

Joint sheet metal 160 VB2 strip, 
fully coated on both sides

Joint sheet metal roll 160 VB1, 
fully coated on one side

Joint sheet metal roll 160 VB2, 
fully coated on both sides

VB joint sheet metal (Height 160 mm) 
Strips and rolls  Technical details pages 74 – 75                          

Eu
ro

pe
an

Technical Assessm
ent

ETA  

W
ate

r pressure test

 
Resistance test Page 32

Order 
suitable 

Omega bracket
Art. no. 070415Art. no. Description PU Weight Price/m

070430 Joint sheet metal 160 VB2 in crate
Length 2.4 m, height 160 mm, 

Art.Gr.

200
1 crate = 120 m (50 strips of 2.4 m each),
fully coated on both sides,
incl. 55 fixing clips

1 crate = 120 m

1 pallet = 12 crates

115.50 kg
per crate

€8.50

070432 Joint sheet metal 160 VB2 in crate
Length 2,0 m, height 160 mm, 

Art.Gr.

200
1 crate = 100 m (50 strips of 2 m each),
fully coated on both sides,
incl. 55 fixing clips

1 crate = 100 m

1 pallet = 12 crates

98.50 kg
per crate

€8.50

070461 Joint sheet metal roll 160 VB2 
Height 160 mm, roll length 20 m, 

Art.Gr.

201                   
fully coated on both sides,
›incl. 30 omega brackets‹
and 2 fixing clips

1 roll = 20 m
per carton

1 pallet = 36 cartons

18.50 kg
per carton

€9.40

070460 Joint sheet metal roll 160 VB1 
Height 160 mm, roll length 20 m, 

Art.Gr.

201                   
fully coated on one side,
›incl. 30 omega brackets‹
and 2 fixing clips

1 roll = 20 m 
per carton

1 pallet = 36 cartons

17.80 kg
per carton

€8.50

Coated joint sheet metals

Service platforms

MASTERTEC can also be found on the leading service platforms of the construction sector. This is where 

you will find the right answers if you are preparing invitations to tender, researching product information 

or if you would like information on the sustainability of our range.



Product safety

Our products are certified by testing institutes for the various areas of application.

We are a member

From involvement in the compilation of standards for the construction of lightning 

protection systems, to conducting seminars and workshops and systematic pub-

lic education, the association makes a major contribution to personal safety and 

the protection of objects of material value. This service is provided thanks to the 

voluntary activity of its members.

The technical and academic association of the German construction industry is 

dedicated to the primary issues of construction technology and its further devel-

opment within German and European networks. It promotes academia and re-

search with construction consultations, events, publications and committee work.

The FHRK association aims to raise and increase interest in the proper sealing 

of house entries for supply and disposal lines. Additionally, it seeks to develop 

technically sound, sustainable, and efficient solutions in collaboration with utility 

companies and other users.



PRODUCT GROUP 

Hydrophilic waterstop�11
	 Bentonite swelling tapes

	 Self-adhesive swelling 
tape

	 High-pressure swelling 
tapes

	 Swelling pastes

	 Adhesives

	 Grids

pages 9 – 24

PRODUCT GROUP 

Joint sheet metals� 22
	 Coated joint sheet metals

	 Crack-inducing profiles

	 Uncoated joint sheet metals

	 Joint tapes 

	 Connectors

	 Rib laths

	 Formwork systems+ 
accessories

pages 25 – 98

PRODUCT GROUP 

Injection hoses� 33
Construction chemistry

	 Injection hoses

	 Accessories for injection 
hoses

	 Injection packers

	 Injection resins

	 Concrete adhesives

	 Concrete release agents

pages 99 – 108

MASTERTEC PRODUCT RANGE



PRODUCT GROUP 

Pressure water-tight �44
service ducts�

	 Formwork aids

	 Service duct system

	 Lining pipes

	 Gasket inserts

	 Sealing compound

	 Sealing collars

	 Pipe bushings

	 Ground drains

pages 109 – 152

PRODUCT GROUP 

Lightning protection� 55
	 Lightning protection 

conductors

	 Connectors

	 Connecting clamps

	 Fixed earthing terminals

	 Wall bushings

	 Earth rods 

pages 153 – 174

page 192	 Shipping costs	
	 General Terms and Conditions

PRODUCT GROUP 

Formwork� 66
accessories

	 Sealing plugs

	 Sealing of formwork  
tie points

	 Corrugated bearings

	 Impact sound insulation/
bearings

	 Adhesive tapes

	 Damp proof courses

pages 175 – 191

MASTERTEC PRODUCT RANGE



Resistance test

Acoustic test

Radon-tight

Im

pact sound test

Li
gh

tn
in

g
cu

rre
nt carrying capability

class

Eu
ro

pe
an

Technical Assessm
ent

ETA

Short circuit test

W
ate

r pressure test

Fire test

Test of impermeability to pressurised 
water

Test of fire resistance class according 
to DIN EN 13501-2 and construction 
materials class according to 
DIN EN 13501-1 and DIN 4102-1

Test of resistance to various media

Standard sound level differential test 
to DIN EN ISO 10140-2

Test of impermeability to the 
naturally-occurring radioactive inert 
gas Radon

For products which feature  
this pictogram, you will find further 
technical information on the  
specified page.

Test of impact sound reduction 
based on DIN EN ISO 140-8

Test of lightning current carrying 
capacity class according to 
DIN EN 62561-1

Compliance with a European 
harmonised standard 

Compliance with the European 
requirements for construction 
technology

Test short-circuit current carrying 
capacity

Technology

Load test

Test of maximum static load

National technical approval  
for storage and filling facilities of 
slurry/liquid manure/silage effluent 
and biogas facilities

Sl
ur

ry
· L

iq
uid

manure · Silage
effluent

DIBt approval

JGS

Our pictograms
In many places in this catalogue, you will find various pictograms. This is a brief overview of their meanings:

You will find additional information, such as technical data sheets, installation videos, installation 
instructions and dwg files on our website at www.mastertec.eu
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STOPPER sealing cone, ActiveRing & RONDO MINI

STOPPER sealing cone
Exposed concrete cone made of fibre concrete for a  
visually appealing distance tube closure Technical details page 187 �

Art.Gr.

610

Art. no. Description PU
Secondary  
packaging

Weight  
per carton

Price  
per pc.

046200 STOPPER 
sealing cone
Ø 22 mm 

Carton of  
100 pcs. 

1 pallet = 
40 cartons

2.97 kg €1.45

ActiveRing 

W
ate

r pressure test

 
Resistance test

The swelling external high-pressure  
seal for plastic and fibre cement  
distance tubes Technical details page 189 �

Art.Gr.

620

Art. no. Description PU
Secondary 
packaging

Weight 
per bag

Price 
per pc.

047200 ActiveRing mini  
for outer pipe diameters 25-32 mm 
e.g. plastic distance tubes 	
22/26   26/31   26/32

Bag of  
250 pcs.

1 pallet =
144 bags

1.75 kg €0.70

047250 ActiveRing maxi  
for outer pipe diameters  
38-42 mm 
e.g. fibre cement distance tubes

Bag of  
250 pcs.

1 pallet =
70 bags

2.50 kg €0.80

ActiveRing mini

ActiveRing maxi

RONDO MINI 
W

ate
r pressure test

 
Resistance test

Sealing collars for waterproofing  
of plastic or fibre cement distance tubes 
Technical details page 188 �

Art.Gr.

630

Art. no. Type Description PU
Weight 
per bag

Price 
per pc.

090870 RONDO 
MINI 26
Suitable for 
25-27 mm

for plastic distance tubes 
22/26 mm
Waterstop 2 cm 
Bearing width 2.7 cm

Bag of 50 pcs. 
including plastic 
fastening straps

1.50 kg €2.25

090873 RONDO 
MINI 40
Suitable for 
38-42 mm

for fibre cement distance 
tubes 22/40 mm
Waterstop 2 cm  
Bearing width 2.7 cm

Bag of 50 pcs. 
including plastic 
fastening straps

2.00 kg €2.50
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Corrugated bearing Technical details page 190  � Art.Gr.

641

Art. no. Description PU
Secondary 
packaging

Weight 
per roll Price

060010 Corrugated bearing 10 mm
Size: 10000 x 200 x 10 mm
with 3 parting seams

1 roll = 2 m² 1 pallet =
30 rolls

15.60 kg €34.50/m
= €172.50/m²
= €345.00/roll

Impact sound insulation T1 rolls Technical details page 191  � Art.Gr.

640

Art. no. Description PU
Secondary 
packaging

Weight 
per roll

Price 
per m

060240 Impact sound insulation roll T1
Size: 10000 x 100 x 5 mm

1 roll 1 pallet =
110 rolls

4.65 kg €4.50

060230 Impact sound insulation roll T1
Size: 10000 x 100 x 10 mm�

Im

pact sound test

 

Load test

1 roll 1 pallet =
60 rolls

8.25 kg €6.00

Impact sound insulation T1 strips� Art.Gr.

640

Art. no. Description PU
Secondary 
packaging

Weight 
per strip

Price 
per m

060210 Impact sound insulation strip T1
Size: 1000 x 100 x 10 mm�

Im

pact sound test

 

Load test

1 strip 1 pallet =
750 strips

0.89 kg €6.50

Impact sound insulation T1 boards� Art.Gr.

640

Art. no. Description PU
Secondary 
packaging

Weight 
per board

Price 
per m²

060110 Impact sound insulation board T1
Size: 1000 x 1000 x 10 mm�

Im

pact sound test

 

Load test

1 board 1 pallet =
80 boards

9.00 kg €50.00

Construction bearing R1 roll Technical details page 191  � Art.Gr.

642

Art. no. Description PU Secondary packaging Weight per roll Price per m

060350 Construction bearing roll R1
Size: 10000 x 50 x 10 mm

1 roll 1 pallet = 80 rolls 6.95 kg €3.30

Construction bearing R1 strips � Art.Gr.

642

Art. no. Description PU Secondary packaging Weight per strip Price  per m

060330 Construction bearing strip R1
Size: 1000 x 100 x 10 mm

1 strip 1 pallet = 750 strips 1.55 kg €10.50

Construction bearing R1 boards � Art.Gr.

642

Art. no. Description PU Weight/board Price per m²

060300 Construction bearing board R1
Size: 1200 x 1000 x 10 mm

1 board 15.00 kg €103.00

Tailor-made sizes available at short notice

Corrugated bearings, impact sound insulation T1 & construction bearing R1

Corrugated bearings, impact sound 
insulation & construction bearing

https://www.mastertec.eu/en/product/00060010
https://www.mastertec.eu/en/product/00060240
https://www.mastertec.eu/en/product/00060230
https://www.mastertec.eu/en/product/00060210
https://www.mastertec.eu/en/product/00060110
https://www.mastertec.eu/en/product/00060350
https://www.mastertec.eu/en/product/00060330
https://www.mastertec.eu/en/product/00060300
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KLEBO adhesive tapes 

Art. no. Description PU Weight Price/roll                                             

044020 KLEBO foam tape 19x6 mm
One-sided self-adhesive foam tape

1 carton
of 16 rolls

1.20 kg
per carton

€3.25

Colour: white	 Roll length:	 10 m 
	 Tape width:	 19 mm
	 Thickness:	 6 mm

1 pallet = 
24 cartons

Application:  
For sealing formwork butt joints against leakage of cement paste;  
sealing against dust, draughts and moisture;
Technical data and properties: 
Open-cell PU foam coated with a strong pressure-sensitive adhesive;  
High initial and permanent adhesive strength; Very good ageing resistance;
Application temperature: +5°C to +40°C
Temperature resistance: -5°C to +60°C

044040 KLEBO Duct Tape Standard, 48 mm 1 carton
of 24 rolls

8.90 kg
per carton

€6.00

Colour: silver	 Roll length:	 50 m
	 Bandbreite:	 48 mm

1 pallet = 
30 cartons

Application: 
Fabric adhesive tape with high adhesive strength for  
standard bondings on rough and smooth substrates.
Technical data and properties: 
Hand tearable;
Moisture resistant;
Thickness 0.17 mm;
Application temperature: +5°C to +40°C
Temperature resistance: -10°C to +70°C

044060 KLEBO PVC adhesive tape, cross-grooved, 50 mm
Tear-resistant soft PVC adhesive tape

1 carton
of 36 rolls

12.15 kg
per carton

€4.30

Colour: yellow	 Roll length:	 33 m
	 Tape width:	 50 mm

1 pallet =
27 cartons

Application: 
Formwork tape to prevent cement paste from flowing out;  
Painter‘s and plasterer‘s tape for short-term use;  
universal applications;
Technical data and properties: 
The cross-grooved surface enables easy tearing by hand;  
Moisture-resistant – water-repellent;  
Thickness 0.16 mm;
Application temperature: +5°C to +40°C
Temperature resistance: -5°C to +60°C

KLEBO tapes
High-quality adhesive tapes  
for daily use on construction sites�

Art.Gr.

660

https://www.mastertec.eu/en/product/00044020
https://www.mastertec.eu/en/product/00044040
https://www.mastertec.eu/en/product/00044060


183

6

5

4

3

2

1

FO
R

M
W

O
R

K 
A

C
C

ES
S

O
R

IE
S

LI
G

H
TN

IN
G 

 
P

R
O

TE
C

TI
O

N
S

ER
V

IC
E 

D
U

C
TS

IN
JE

CT
IO

N 
HO

SE
S 

CO
NS

TR
UC

TI
ON

 C
HE

M
IS

TR
Y

JO
IN

T 
SH

EE
T 

M
ET

A
LS

H
Y

D
R

O
P

H
IL

IC
 

W
AT

ER
S

TO
P

SMURO-Top damp proof course
The barrier against rising damp�

Art.Gr.

600

MURO-Top damp proof courses 
	 Made of the highly-resistant material polyolefin

	 Protect foundation walls and masonry reliably and permanently against rising damp

	 Profiled on both sides

	 Resistant to many media

	 Installed in a single layer with only 20 cm overlap at joint

	 Foils with a thickness of less than 1.2 mm are not suitable for applications requiring a General 
Building Supervisory Test Certificate

Art. no. Roll width Roll length Roll area PU Secondary packaging
Weight 
per roll

Price
per m²      per roll

041115 11.5 cm 50 m 5.75 m² 1 roll Pallet of 500 rolls approx. 1.50 kg €1.15        €6.61

041150 15.0 cm 50 m 7.50 m² 1 roll Pallet of 400 rolls approx. 2.25 kg €1.15        €8.63

041175 17.5 cm 50 m 8.75 m² 1 roll Pallet of 350 rolls approx. 2.35 kg €1.15        €10.06

041200 20.0 cm 50 m 10.00 m² 1 roll Pallet of 300 rolls approx. 2.55 kg €1.15        €11.50

041240 24.0 cm 50 m 12.00 m² 1 roll Pallet of 240 rolls approx. 3.05 kg €1.15        €13.80

041250 25.0 cm 50 m 12.50 m² 1 roll Pallet of 240 rolls approx. 3.70 kg €1.15        €14.38

041300 30.0 cm 50 m 15.00 m² 1 roll Pallet of 200 rolls approx. 4.15 kg €1.15        €17.25

041365 36.5 cm 50 m 18.25 m² 1 roll Pallet of 160 rolls approx. 4.85 kg €1.15        €20.99

041425 42.5 cm 50 m 21.25 m² 1 roll Pallet of 150 rolls approx. 5.85 kg €1.15        €24.44

041500 50.0 cm 50 m 25.00 m² 1 roll Pallet of 120 rolls approx. 6.30 kg €1.15        €28.75

041750 75.0 cm 50 m 37.50 m² 1 roll Pallet of 100 rolls approx. 10.30 kg €1.15        €43.13

041000 100.0 cm 50 m 50.00 m² 1 roll Pallet of 80 rolls approx. 13.85 kg €1.15        €57.50

Technical data
Material:	 Polyolefin, roughly textured on both sides

Thickness: 	 0.3 mm, 0.35 mm including profile

Weight:	 Approx. 280 g/m²

Temperature range:	 -30°C to +60°C

Resistance:	   Water-impermeable	   Alkali-resistant

	   Compatible with bitumen	   Rot-proof

	   Petrol-resistant	   Diesel-resistant

	   Ground water-resistant	   Ground water-neutral	

MURO-Top damp proof course

https://www.mastertec.eu/en/product/00041115
https://www.mastertec.eu/en/product/00041150
https://www.mastertec.eu/en/product/00041175
https://www.mastertec.eu/en/product/00041200
https://www.mastertec.eu/en/product/00041240
https://www.mastertec.eu/en/product/00041250
https://www.mastertec.eu/en/product/00041300
https://www.mastertec.eu/en/product/00041365
https://www.mastertec.eu/en/product/00041425
https://www.mastertec.eu/en/product/00041500
https://www.mastertec.eu/en/product/00041750
https://www.mastertec.eu/en/product/00041000
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Installation Appearance

Torque set for ensuring the 
correct mounting torque

STOPPER SCREW 

W
ate

r pressure test

Fire test
Acoustic test Radon-tight

Conical tie holes

Screwed sealing of formwork tie points –  
maximum safety with superb appearance

	 Pressure water-tight, soundproof and radon-tight

	 Fire resistance class EI 240

	 For fibre cement and plastic distance tubes

	 For conical anchor holes

	 Little storage space required

	 All-weather installation

STOPPER SCREW

Water pressure test 

Type of formwork tie point
 

STOPPER SCREW Type “in”
Water column

STOPPER SCREW Type “covered”
Water column

Distance tube Ø 22 mm
Plastic/fibre cement

70 m 70 m

Distance tube Ø 26 mm
Plastic

40 m 40 m

Distance tube Ø 27 mm
Fibre cement 

40 m 40 m

Distance tube Ø 32 mm
Plastic

40 m 40 m

Conical anchor holes 50 m 50 m

Insert – Tighten – Tight

Seal for distance tubes with lip seal (above) or 
with cone (below).

Type "in" Type "covered"
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STOPPER

Installation of STOPPER in

The STOPPER in is pushed into 
the distance tube.

Flush seal for distance tubes 
with cone.

The STOPPER in is driven in 
with a 1500-2000  g hard rub-
ber mallet.

The STOPPER in can be in
serted to any depth.

Flush seal for distance tubes 
with lip seal.

After inserting the STOPPER in, 
a cone can be glued in.

1 2 3

4 5 6

Installation of STOPPER mini

Position and drive in the 
STOPPER mini

Sealing of distance tube with 
lip

Sealing of distance tube with 
cone

1 2 3

Installation of STOPPER maxi

Push the STOPPER maxi into 
the distance tube

Drive in with rubber mallet Pressure-tight and flush seal

1 2 3

STOPPER 

W
ate

r pressure test

Fire test
Resistance test Acoustic test

 
Inner seals for plastic and  
fibre cement distance tubes
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Water  
W

ate
r pressure test

Tube type STOPPER maxi 22
Water column

STOPPER mini 22
Water column

STOPPER in 22
Water column

STOPPER in 26
Water column

Plastic distance tube 
inner diameter approx. 21.5-23 mm 

50 m 50 m 30 m –

Fibre cement distance tube 
inner diameter approx. 22 mm, round 

40 m 40 m 20 m –

Steel distance tube 
inner diameter approx. 22.45 mm, round 

40 m 40 m 20 m –

Steel distance tube 
inner diameter approx. 23 mm, round

30 m 30 m 20 m –

Plastic distance tube 
inner diameter 26 mm 

– – – 50 m

Fire  

Fire test

	 Fire resistance class El 120 to DIN EN 13501-2 (STOPPER mini/STOPPER maxi)
		 Room closure test with fibre cement distance tubes 

For the duration of the test (120 minutes), no cracks or gaps developed on the room side.  
During this time, no flames were visible on the side facing away from the fire.

	 Fire resistance class El 240 (STOPPER in 22 / STOPPER in 26)

	 Construction material class	 DIN EN	 13501-1	 E	 = normally flammable 
	 DIN	 4102-1	 B2	 = normally flammable

Resistance  
Resistance test

As well as undergoing a comprehensive slurry/liquid manure/silage effluent test, the plastic is also 
resistant to several media: 

  Slurry	   Fermentation mash	   Ozone 
  Liquid manure	   Radon + methane gas	   Bitumen 
  Silage effluent	   UV radiation

Depending on the concentration	   Diluted acids + alkalis	   Oils 
(Please consult our team)

Sound insulation  
Acoustic test

Standard sound level differential - test 
MFPA test according to DIN EN ISO 10140-2

A distance tube installed in concrete and sealed at both ends with the STOPPER achieves exactly the 
same standard sound level as monolithic concrete with the same component thickness.

STOPPER

STOPPER tests
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STOPPER distance tube & STOPPER sealing cone

STOPPER distance tube 

W
ate

r pressure test

STOPPER sealing cone
Exposed concrete cone made of fibre concrete for a  
visually appealing distance tube closure�

Art.Gr.

610  
	 For distance tubes Ø 22 mm

	 Cone height 8 mm

	 Building material class A1 
– non-combustible

	 Colour: cement grey 

Bonding options
Concrete adhesive for gluing 
into the cone holes can be found 
in product group 3 on page 104 
in our full catalogue. The sin-
gle-component PROTECT Easy 
1K and the two-component 
PROTECT BK 2K have been 
specifically developed for this 
application.

PROTECT Easy 1K (Art. no. 040030) PROTECT BK 2K (Art. no. 040100)

20 mm

20
 m

m

32 mm

40 mm

8 mm

Dimensions

Sealing options for the STOPPER distance tube

Pressurised water test up to 30 m water column Pressurised water test up to 70 m water column

After stripping the formwork, the ActiveRing sits 
centrally in the concrete part. The ActiveRing seals 
the transition between the STOPPER distance tube 
and the concrete securely and permanently.

ActiveRings stop 
water

At the construction siteAt the construction site

Appearance

The STOPPER sealing cone creates a 
flush seal when glued into cone holes.
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W
ate

r pressure test

 
Resistance test

Sealing collars for waterproofing  
of plastic or fibre cement distance tubes �

Art.Gr.

630

RONDO MINI

RONDO MINI sealing collars can be mounted onto 
plastic or fibre cement distance tubes quickly and 
easily at the construction site.

	 Pressure test performed by MFPA Leipzig

	 Easy and safe installation

	 Good chemical resistance

	 Very cost-effective

	 Push on, fasten and tight

Resistance
	 Diluted acids + 

alkalis

	 Liquid manure + slurry

	 Fermentation mash

	 Oils and bitumen

	 Radon + methane gas

Product description
Material:	 TPE polymer compound  
Installation:	 Temperature range -35°C to +70°C

A

C

B

MINI 26
MINI 40

A	 Pipe slot with additional waterstops
B	 Waterstop 2 cm
C	 Bearing width 2.7 cm

Pressure water-tight up to 30 m water column

Quick and easy installation

Position RONDO MINI in the centre before 
fastening

Slide the RONDO MINI onto the distance 
tube

Fibre cement distance tube, RONDO MINI, 
2 fastening straps

1 2 3

The fastening straps can also be tightened 
using pliers

RONDO MINI installation completeTighten both fastening straps by hand

4 5 6
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ActiveRing

ActiveRing 

W
ate

r pressure test

 
Resistance test

The swelling external high-pressure seal  
for plastic and fibre cement distance tubes�

Art.Gr.

620  
The ActiveRings mini and maxi are made of a high-
ly swellable TPE mixture. When the rings come 
into contact with water, they activate, swell up and 
reliably stop the flow of water.

	 Pressure test performed by MFPA Leipzig

	 Easy and safe installation

	 Good chemical resistance

	 Very cost-effective 

	 Push on and seal
mini

maxi

High-pressure seal up to 80 m water column

Position the ActiveRing towards the centre

Push on

The ActiveRing is pushed onto the distance tube which 
requires waterproofing.

Installation

This is how ActiveRings work: When the rings come 
into contact with water, they activate, swell up and 
the resultant swell pressure stops the flow of water 
and provides a reliable seal. The seal remains per-
manently active when in contact with water.

ActiveRings provide security 

Concrete wall

Concrete foundation

Fibre cement 
distance tube

Plastic  
distance tube

ActiveRings 
stop water

In-situ water

Resistance

	 Diluted acids and alkalis

	 Salt water

	 Methane gas + radon

	 Liquid manure + slurry

	 Fermentation mash + biogas

	 Concrete alkalinity 

	 Liquid aggressive to concrete

At the construction site
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pact sound test

 
Load test

Product description
Material:	 The corrugated bearing is a profiled 

bearing based on EPDM.

Application:	 For bearing of stairs and slabs  
Bearing of prefabricated elements

1st parting seam 3rd parting seam2nd parting seam

200 mm

50 mm 50 mm 50 mm 50 mm

Corrugated bearing between two 
constructional elements

Application

Corrugated bearing The corrugated bearing can be 
cut with a cutter. Cut into the 
parting seam, the corrugated 
bearing can then be processed.

Over a width of 20  cm the corru-
gated bearing has 3 parting seams. 
This enables bearing widths of 5, 
10, 15 and 20 cm.

Corrugated bearing

Description:	 Rolls

Testing:	 Load test	 up to 5 N/mm² 
Impact sound  
reduction	 up to 20 dB

Temperature resistance:	 -40°C to +90°C

Elongation at break:	 >300%

Environmental aspects:	� UV-resistant, halogen-free
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pact sound test

 
Load test

Product description
Material:	 The impact sound insulation bearing T1 

is made of fine mixed elastomer fibres 
bonded with PUR.

Application:	 As bearing for stairs and slabs

Description:	 Rolls, strips and boards

Testing:	 Load test	� for thickness 10 mm 	
up to 5 N/mm²

	 Impact sound  
reduction	 up to 19 dB

Temperature
resistance:	 -40°C to +90°C

Elongation at break: >70%

Reaction to fire:	 Class E

Environmental 
aspects:	 UV-resistant

Impact sound insulation T1, e.g. for bearing of staircases

Impact sound insulation T1 & construction bearing R1 

Construction bearing R1 
Product description
Material:	 NR-SBR copolymer

Application:	 Separation of 2 construction elements 
Bearing of staircases 
Levelling out of unevenness

Description:	 Strips, boards + rolls

Temperature 
resistance:	 -25°C to +70°C

Elongation at break:	 >200%

Ceiling installation



Shipping costs for deliveries ex works

Parcel shipment in Europe
Country Belgium 

Netherlands 
Luxembourg 
Czech Republic

Denmark
Sweden
Finland
Austria
France

Slovakia
Slovenia
Croatia
Poland

Italy 
Northern Ireland 
Republic of Ireland 
Spain 
Portugal 
Greece

Switzerland 
Norway 
Liechtenstein 

Estonia 
Latvia 
Lithuania 
Bulgaria 
Romania
Hungary

England 
Wales  
Scotland

Up to 15 kg
including 
packaging

€22.00 €27.00 €28.00 €32.00 €48.00 €32.00 €35.00

Up to 25 kg
including 
packaging

€33.00 €36.00 €35.00 €39.00 €58.00 €42.00 €48.00

Island deliveries available on request
Delivery time maximum 5 working days for European countries

Parcel shipment with Express Europe
Country Belgium 

Netherlands 
Luxembourg 
Czech Republic

Denmark
Sweden
Finland
Austria
France

Slovakia
Slovenia
Croatia
Poland

Italy 
Northern Ireland 
Republic of Ireland 
Spain 
Portugal 
Greece

Switzerland 
Norway 
Liechtenstein 

Estonia 
Latvia 
Lithuania 
Bulgaria 
Romania
Hungary

England 
Wales  
Scotland

Up to 25 kg
including 
packaging

Generally available on request

Coordinate express deliveries with our sales team.
The feasibility of every express delivery must be checked and confirmed.
There may be higher parcel costs as we have to charge for the volume weight, which may 
differ from the actual weight.
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